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SERIES

Electric Heated

AVAILABLE OPTIONS

MODELS

OVERVIEW

Electric Heated

Air Flow

Series 200 – rated for main doors or openings or 
installation up to 8` (2.5 m), drive through windows, 
smaller vestibules, or in combination as a

GENERAL CHARACTERISTICS

MODEL 39E5 39E8 59E8 59E11

Power V/PH/Hz 208/3/60

Output kBTU/h
 kW

18
5.3

27.3
8.0

27.3
8.0

36.5
10.7

Air Volume cfm
 m³/h

680
1150

680
1150

1000
1700

1000
1700

 thgieH rooD .xaM ft
 m

8.2
2.5

Heating °F
 °C

72
22

93
34

75
24

90
32

Length ft
 mm

3.3
1000

3.3
1000

4.9
1500

4.9
1500

Dimensions  in
 mm

9.09 x 12.2 x 39.92
231 x 310 x 1014

9.09 x 12.2 x 59.61
231 x 310 x 1514

Weight lb
 kg

37.5
17

37.5
17

55
25

55
25

Motor Input hp
 W

0.136
100

0.136
100

0.169
124

0.169
124

Max Current A 15.6 24.3 24.3 31.5

Sound Level at 5 m (distance) dB(A) 52 52 53 53

39E5, 39E8, 59E8, 59E11

AC200

supplementary heater. Very quiet operating unit 

Heat output from 5 to 11 kW

Other Control Panels available by special order.
Mixing units for water heated units available as optional
horizontal or vertical installation.

Each Control Panel can operate:
6 – 39E, 39W, 39A
4 – 59E, 59W, 59A


