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SERIES AC300
AVAILABLE OPTIONS Electric Heated
MODEL 39E5, 39E8, 59E8, 59E11, 59E13, 79E11, 79E16, 79E21

Series 300 - the most popular, all- purpose model. All the protection you will need, as well as
Elegant to install in public or employee providing supplementary

entranceways, but, with enough power for smaller or primary heating. Rated for installation up
commercial or retail environments, warehouse to 11 feet (3.5 m).

bay or garage doors in all styles of buildings. Heat output available from 5 to 21 kW

Each Control Panel can operate:
4 - 39E, 39W, 39A
2 - 59E, 79E, 59W, 79W, 79A

Other Control Panels available by special order.
Mixing units for water heated units available as optional
horizontal or vertical installation.

OVERVIEW

Electric Heated GENERAL CHARACTERISTICS
MODEL 39E5 39E8 59E8 ‘ 59E11 ‘ 59E13 79E11 ‘ 79E16 ‘ 79E21
Power V/PH/Hz 208/3/60 208/3/60 208/3/60
= Output kBTU/h 18 27.3 27.3 36.5 457 36.5 549 734
Hm V. m/s kW 5.3 8.0 8.0 10.7 13.4 10.7 16.1 21.5
> > Air Volume cfm 1000 1000 1400 1400 1400 2000 2000 2000
P 6864 m’/h 1700 1700 2400 2400 2400 3400 3400 3400
Max. Door Height ft 1.5 1.5 1.5
1 4865 m 35 35 35
Heating °F 59 72 50 55 61 48 57 66
°C 15 22 10 13 16 9 14 19
Length ft 33 33 49 49 49 6.6 6.6 6.6
2 e mm 1000 1000 1500 1500 1500 2000 2000 2000
Dimensions in 10.67 x 13.5x40.55 10.67 x 13.5x60.55 10.67 x 13.5x77.72
mm 271 x343 x 1030 271 x 343 x 1530 271x343x 1974
Weight Ib 52 52 73 73 73 98 98 106
-3 2,8(2,6) kg 235 235 33 33 33 44.5 44.5 48
Motor Input hp 0.136 0.136 0.272 0.272 0.272 0272 0272 0416
w 100 100 200 200 200 200 200 306
L4 2423) Max Current A 15.6 243 243 315 39 315 46.5 61.5
Sound Level at 5 m (distance) dB(A) 54 54 54 54 54 57 57 57

Air Flow



